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Laboratory results may not be representative of field performance

Ballast factors have not been applied

 Maximum Candela: 823 Candela 

2503 Lumens

 Luminaire Efficacy: 93.9 lm/w 

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Ballast/Driver: One Universal Everline D10CC30UNVTZ-C (@1050mA)

Luminous Length:
Luminous Width:

Luminaire Description: White steel housing / reflector, frosted plastic lens enclosure
Lamp: 56 white LEDs
Mounting: Recessed

Test Temperature:

Power: 26.67

Power Factor:

Voltage: 120.0

Current: 0.2230
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Luminaire Efficacy:

0.8% 60-6520.6

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

26.67 W

Distribution - Goniophotometer

Frequency Current THD

0.2230 A 0.997

1.19

0.0%

0.0%

25.3

0.0%

8231.30

Total Lumen Output:Spacing Criteria
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 813 813 813 813 813 813 813 813 813 813 813 813 813 813 813 813

5 819 808 807 809 809 809 807 808 819 808 807 809 809 809 807 808

10 804 794 796 800 801 800 796 794 804 794 796 800 801 800 796 794

15 779 771 777 785 787 785 777 771 779 771 777 785 787 785 777 771

20 745 740 750 764 768 764 750 740 745 740 750 764 768 764 750 740

25 702 700 717 737 744 737 717 700 702 700 717 737 744 737 717 700

30 651 653 678 704 714 704 678 653 651 653 678 704 714 704 678 653

35 595 601 633 668 681 668 633 601 595 601 633 668 681 668 633 601

40 536 545 585 629 646 629 585 545 536 545 585 629 646 629 585 545

45 476 488 535 588 610 588 535 488 476 488 535 588 610 588 535 488

50 414 428 484 546 571 546 484 428 414 428 484 546 571 546 484 428

55 352 369 433 502 530 502 433 369 352 369 433 502 530 502 433 369

60 292 312 384 458 488 458 384 312 292 312 384 458 488 458 384 312

65 234 258 335 410 439 410 335 258 234 258 335 410 439 410 335 258

70 179 207 286 355 385 355 286 207 179 207 286 355 385 355 286 207

75 127 159 231 297 327 297 231 159 127 159 231 297 327 297 231 159

80 80 111 172 235 265 235 172 111 80 111 172 235 265 235 172 111

85 37 59 100 132 146 132 100 59 37 59 100 132 146 132 100 59

90 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

125 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

135 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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Average Luminance (cd/m
2
)

Horizontal Angle (Degrees)
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Candela Tabulation

Horizontal Angle (Degrees)

85

55

3042

2709



2984 2984 2984 2984 2914 2914 2914 2914 2785 2785 2785 2666 2666 2666 2558 2558 2558 2506

2690 2555 2434 2325 2620 2497 2387 2286 2389 2297 2213 2289 2214 2145 2197 2137 2080 2025

2430 2204 2017 1860 2361 2156 1984 1838 2065 1919 1794 1981 1859 1752 1903 1802 1712 1655

2206 1922 1703 1529 2141 1882 1678 1515 1805 1631 1487 1734 1585 1460 1669 1542 1434 1376

2014 1696 1463 1286 1954 1662 1444 1276 1598 1408 1258 1538 1373 1240 1482 1340 1222 1165

1850 1512 1276 1101 1795 1483 1261 1095 1428 1232 1082 1378 1205 1070 1330 1179 1058 1002

1706 1359 1125 958 1657 1334 1114 953 1288 1091 944 1245 1069 935 1204 1049 927 873

1581 1231 1003 844 1537 1210 994 841 1170 976 834 1133 958 827 1099 941 821 769

1472 1122 902 752 1431 1104 895 749 1071 880 744 1039 865 739 1009 852 734 685

1375 1030 818 675 1339 1014 812 673 985 800 670 958 788 666 932 776 662 615

1289 950 747 612 1256 937 742 610 911 731 607 887 721 604 865 712 601 556
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16.0 3.18 19.9

Cone of Light Plot

14.0 4.15 17.4

Footcandles 

at Nadir

Diameter 

(Feet)

4.00 50.8 4.97

6.00 22.6 7.46

8.00 12.7 9.94

Mounting 

Height 

12.0

10.0 8.13 12.4

5.65 14.9

Cone of Light Tabulation

Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity 

Reflectance
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Room Cavity 

Ratio (RCR)
** Values are expressed as Lumens delivered to the task surface **
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